Horizontal bar racks used as fish protection measures at hydropower plants have rapidly gained importance in recent years. Despite the large number of installed racks in Europe, systematic investigations of the hydraulic losses and velocity fields were missing. To fill these research gaps, the hydraulic performance of horizontal bar racks was systematically investigated in a laboratory flume for a large number of rack parameters and different hydropower plant layouts. The results of the head loss assessment are published in a paper entitled Head Losses of Horizontal Bar Racks as Fish Guidance Structures, whereas the present paper focuses on the velocity fields. The measurements show that the bar shape, the horizontal approach flow angle, and the clear bar spacing have only a minor effect on the velocity fields. In contrast, bottom and top overlays might enhance the fish guidance efficiency for bottom and surface oriented fish, while the asymmetric downstream velocity field can reduce turbine efficiencies. The hydropower plant layout strongly affects the approach flow field to horizontal bar racks. For block-type hydropower plants, the installation of a dividing pier or partial opening of the spillways improves the flow field for better fish guidance.
Introduction
In the last 130 years, many hydropower plants (HPPs) were built, interrupting the ecological river continuum. Downstream migrating fish can get injured or even die when passing through turbines [1, 2] . Therefore, the European Water Framework Directive and the revised Swiss Waters Protection Act demand a free fish migration continuum. Horizontal bar racks (HBRs) in combination with a bypass are an effective measure for protecting and guiding downstream migrating fish, thereby restoring the downstream migration continuum. HBRs were successfully installed at a number of small-to medium-sized (Q d < 120 m 3 s −1 ) HPPs in Europe [1, 3] . Current design guidelines are based on practical experience at pilot HPPs. The clear bar spacing, s b , is chosen such that the HBR acts as a physical barrier to the target fish species and sizes, typically leading to s b = 10-30 mm [1] . The approach flow angle α and thus the rack length are selected to match two different design criteria, which are typically based on the flow velocity components normal (V n ) and parallel (V p ) to the rack:
1.
Turnpenny and O'Keeffe [4] suggest designing fish guidance structures (FGSs) such that V n does not exceed the 90th percentile of the maximum sustained swimming speed, related to the smallest fish and the lowest water temperatures during the migration period. Consequently, 90% of the downstream migrating fish should be able to swim against V n for up to 200 min, without getting impinged at the rack. For salmonids with a total length of TL > 10 cm, Turnpenny and O'Keeffe [4] recommended V n ≤ 0.75 m s −1 , whereas V n ≤ 0.22 m s −1 for cyprinids (except breams) with TL > 5 cm. They suggest designing racks with an over-capacity of at least 20%, since partial clogging eventually increases V n during operation. Based on literature data, Ebel [1] proposed empirical equations to estimate the maximum sustained swimming speed of rheophile and non-rheophile fish species (Table 1) . For weak swimmers such as eels, sturgeons, and lampreys, species-specific equations are recommended.
2.
For V p > V n (V p V n −1 > 1), it is assumed that fish follow the main flow direction and are therefore guided towards the downstream rack end, instead of getting impinged at the rack [5, 6] . The ratio V p V n −1 is introduced as the fish guidance capacity (FGC). When comparing velocity fields at
FGSs from literature, distinction should be made between sectional models, where only a section of the rack is investigated, and physical models where the bypass and/or the weir fields are also modelled in addition to the FGS. In the following, different laboratory studies, focusing on the velocity fields of FGSs, are presented. They are summarized in Table 2 . Maager [7] and Albayrak et al. [8] experimentally investigated HBRs in a sectional 1:2 Froude-scaled physical model. The parameter matrix contained two bar shapes (rectangular and one-side rounded bars), two approach flow angles (α = 30 • and 45 • ), three blocking ratios (BR = 0.33, 0.39, 0.55), and various overlay configurations. Maager [7] found that the blocking ratio in the range of BR = 0.39-0.55 was hardly affecting the velocity field. Szabo-Meszaros et al. [9] investigated HBRs with α = 30 • , s b = 15 mm, and a bar thickness of t b = 8 mm with rectangular and hydrodynamic bars. Neglecting the effect of the vertical tie-bars, the blockage ratio was BR ≈ t b (s b + t b ) −1 = 0.35. The model included a bypass with a relative width of 10% of the model flume and a fixed, 30 • -angled bypass-ramp. The relative bypass discharge was Q by Q o −1 = 4.0% for rectangular and Q by Q o −1 = 3.1% for hydrodynamic bars, where Q by and Q o denote the bypass and total approach flow discharges, respectively. However, the authors did not find any significant differences in the velocity patterns between the bar shapes. Berger [10] conducted a laboratory study on HBRs with rectangular bars. A lateral opening next to the rack with a relative width of 12.5% represented a bypass. She focused on live-fish tests and measured flow fields for different approach flow velocities. According to her results, HBRs without overlays had no effect on the vertical velocity profile. The transversal velocity components upstream of the rack were small, and the flow slightly accelerated along the rack. De Bie et al. [11] investigated racks with α = 30 • made of horizontally and vertically aligned wedge-wire bars (s b = 6 mm, t b = 3 mm, BR ≈ 0.33 without accounting for the vertical tie-bars) in a laboratory flume for two different discharges. The bypass was unregulated and extended over 10% of the channel width. However, the bypass discharge was not quantified. The authors found that the streamwise velocity component at racks with horizontal bars was continuously increasing from the rack head to the downstream rack end (measurements 5 cm above bottom; U ≈ 0.14 m s −1 to U ≈ 0.21 m s −1 for an average approach flow velocity from continuity of U o = 0.17 m s −1 and U ≈ 0.32 m s −1 to U ≈ 0.47 m s −1 for U o = 0.40 m s −1 ). Raynal et al. [12] studied a sectional model of vertically inclined racks with inclination angles to the horizontal channel bed ranging from γ = 15 • to γ = 90 • (angle definition in [13] ). Cylindrical spacers were used to realize different bar spacings. They reported locally reduced flow velocities downstream of the horizontal tie-bars/spacers. This effect was most pronounced for the most downstream tie-bar/spacer and for shorter racks (large inclination angles). A number of recent laboratory studies involved angled racks with vertical bars with larger bar spacing (e.g., [14] [15] [16] [17] ). These racks are theoretically permeable for most fish, depending on their dimensions, but generate hydraulic cues, which guide fish to the bypass. These mechanical behavioral barriers include: (A) Louvers with the bars aligned orthogonally to the main flow [14] , (B) angled bar racks (ABRs) with a 90 • angle between the individual vertical bars and the rack axis [15, 18] , and (C) modified bar racks (MBRs), for which the bar angle is independent of the rack angle [16, 17, 19] . These FGSs induce strong flow deflections, leading to large velocity accelerations along the rack and therefore asymmetric turbine approach flows [19] . Beck et al. [20, 21] developed curved-bar racks (CBRs), which significantly reduced velocity gradients along the rack and create quasi-symmetric turbine approach flow due to the straightening effect of the curved bars. In addition to FGSs with a bypass, spillways can be a suitable downstream migration corridor. If they are designed fish-friendly, the survival rates are usually high [22, 23] . Partial spillway operation during main migration periods can therefore be a viable operational measure to increase the total survival rate of downstream migrating fish [24] . Nevertheless, spillway passage can lead to severe injury due to the impact on the downstream water surface, collision with constructions like baffles or sediments in case of gate flow, shear forces, changes in the total dissolved gas saturation, and pressure differences [1] . Additionally, the spillway discharge may affect the approach flow field at HBRs. Overall, the literature review shows that there is no systematic study available, in which the effect of different parameters such as the bar shape, α, s b , and overlays on the velocity fields were systematically investigated for HBRs. Additionally, all laboratory studies mentioned above (except [16] ) were conducted in straight laboratory flumes with constant channel width, thereby typically representing diversion HPPs. However, the HPP layout (e.g., diversion vs. block-type HPP) plays an important role to the approach flow field of HBRs. This paper focuses on the velocity fields up-and downstream of HBRs, which are important for the guidance of fish, floating debris, and sediments, as well as the turbine admission flow, while the accompanying paper focuses on the head losses of HBRs [13] . In the following section, the experimentation and methodology are described. The main results are presented in Section 3 and the findings are discussed in Section 4. Finally, the conclusions are drawn in Section 5.
Experimentation

Test Setup
The first part of the study was conducted in a 7.60 m long and 0.70 m deep laboratory channel, with a constant channel width of w o = w ds = 0.50 m (Figure 1 ), focusing on a sectional model of a diversion HPP layout in prototype scale 1:1. Symmetrical approach flow conditions were obtained with a perforated inlet pipe, two floaters, and a honeycomb flow straightener. The flow depth was controlled with a downstream flap gate and the discharge was measured with a magnetic-inductive flow meter (MID). The velocities and flow depths were measured with an acoustic Doppler velocimeter (ADV) and an ultrasonic distance sensor (UDS), respectively, which could be freely moved on a traverse system. The racks were made of aluminum bars, which were assembled with two threaded bars ("vertical tie-bars") and cylindrical spacers. The bypass flow was neglected in the physical model as it is typically in the range of 2-5% of the total HPP discharge [1] and therefore hardly effects the velocity field. A more detailed description of the experimental setup is presented in Meister et al. [13] . In the second part of the study, a block-type HPP layout was investigated in a similar channel as the first part, but with upstream and downstream channel widths of w o = 1 m and w ds = 0.5 m, respectively. For the block-type HPP layout, a short and a long dividing pier with a width of 0.15 w ds were investigated, following the design guidelines of Rouvé [25] . The dimensions of the pier were selected to represent typical large Swiss run-of-river HPPs. The short pier was 0.33 w ds long (cf. Figure 14c ). For the investigation of the long pier, the identical pier was used, but the rack was moved downstream, extending the effective pier length to 0.52 wds (cf. Figure 14d ).
Parameter Range and Test Program
Velocity fields were measured up-and downstream of HBRs with rectangular bars (S1), rectangular bars with a circular tip (S2), bars with an ellipsoidal tip and tail (S3), and foil-shaped bars (S4; Figure 2 ). The bars S2, S3, and S4 have a streamlined shape with a thickness reduction from tip to tail and are referred to as "hydrodynamic bars" in the following. The exact dimensions of the investigated bars are specified in Meister et al. [13] . The bars were t b = 8 mm thick, d b = 60 mm deep, and assembled with a clear bar spacing of s b = 10, 20, or 30 mm. The investigated horizontal approach flow angles were α = 30 • and 45 • for all bar shapes. As a reference, HBRs with α = 90 • and S2 bars were studied. Note that such 90 • -racks are of small practical relevance for fish protection due to increased fish impingement risk and low guidance effect towards the bypass [1] . 
Bo tto m ov erl ay
Top ove rlay To allow for a direct comparison of the normalized velocity fields at different HPP layouts and discharge distributions between the power canal and the spillway discharge over the weir, the theoretical flow velocity U th as introduced by Meister et al. [13] is used for normalization. It is defined as
where Q t is the turbine discharge (m 3 s −1 ). For diversion HPPs, U th = U o . For block-type HPPs with small head losses, U th ≈ U ds .
Experimental Procedure
The streamwise, transversal, and vertical flow velocities were measured with a down-looking ADV probe (Nortek AS). The measurement duration at each location was either 30 s at a sampling rate of 200 Hz or 60 s at a sampling rate of 25 Hz. The ADV measurement volume height was 7 mm for all measurements. According to the manufacturer, the accuracy is ±0.5% of the measured value ±1 mm s −1 . All ADV-data were despiked with the modified Goring and Nikora [26] method by Mori [27] . The minimal correlation and the signal-to-noise ratio were set to 70% and 10 db, respectively. The time-averaged velocity components in streamwise, transversal, and vertical directions are denoted by U, V, and W, respectively. The point of origin is set at the bottom of the right channel wall at the downstream rack end ( Figure 4 ) and the coordinates are denoted at x, y, and z. The measurements were conducted at three horizontal planes, corresponding to Z = zh o −1 = 0.1, 0.5, 0.8 and Y = yw ds −1 = 0.1, 0.3, 0.5, 0.7, 0.9 (Figure 4 ). To assess the fish guidance capacity (FGC), detailed measurements were conducted at a cross section parallel to the rack, at a distance of 40 mm orthogonal to the rack (dotted line in Figure 4 ). To evaluate the effect of HBRs on the turbine admission flow, the velocities at the cross section X = xh o −1 = 1 were measured in detail (dotted line in Figure 4 ). For the analysis of the fish guidance efficiency, the measured velocities U and V were converted to V p and V n (Figure 4 ). The filled circles in Figure 4 
Results
Parameter Effect on the Velocity Fields
Bar Shape
The velocity fields were measured at mid depth (Z = 0.5) for all bar shapes (S1-S4), with α = 45 • , s b = 20 mm, and H Ov = 0 ( Figure 5 ). The rack is indicated in gray, where the black dots show the location of the vertical tie-bars. The contours illustrate the normalized streamwise flow velocities UU th −1 .
The vectors indicate the direction and magnitude of U and V at the corresponding ADV measurement locations. The approach flow upstream of the rack at X = −3 is identical for all configurations ( Figure 5 ). Resulting from the bottom boundary layer, the velocities measured at mid depth are slightly higher as compared to the average velocity from continuity (U ≈ 1.05-1.11U th ). For all bar shapes, U slightly decreases at the rack head (U ≈ 1.02-1.03U th ), whereas the flow accelerates towards the downstream rack end (U ≈ 1.11-1.13U th ). This acceleration from the rack head to the downstream rack end ranges from 9.0% for S4 bars to 9.8% for S1 bars. This rack effect is observed up to X ≈ −2 and is slightly more pronounced for rectangular bars compared to the hydrodynamic bars. The effect of the HBR on the downstream velocity field is limited to the wake generated by the vertical tie-bars. A significant velocity reduction is observed downstream of the right tie-bar, which is larger for rectangular bars (U min ≈ 0.76U th , Figure 5a ) in comparison to the hydrodynamic bars (U min ≈ 0.86-0.91U th , Figure 5b -d). At X = 1, the flow is symmetrical for S4 ( Figure 5d ), whereas it is slightly concentrated at the left channel wall for S1 ( Figure 5a ). The transversal and vertical flow velocities V and W, respectively, are very small for the described configurations without overlays and are hardly affected by the rack. The effect of the different rack configurations on the velocity field can also be quantified by the comparison of the relative discharges through the left and right channel halves Q l and Q r , respectively. The discharges denoted in Figure 5 were derived from ADV measurements at X = 1 in different flow depths. While
2% for rectangular bars (Figure 5a ), it ranges from 2.4% to 3.2% for hydrodynamic bars (Figure 5b-d) . The larger disturbance of the velocity field of HBRs with rectangular bars in comparison to hydrodynamic bars leads to larger head loss coefficients. For the bar shapes S1-S4, the measured head loss coefficients are ξ R = 2g∆h R U th −2 = 0.50, 0.33, 0.23, and 0.26, respectively, with ∆h R as the experimentally determined head loss (details in [13] ). Overall, the bar shape has a small effect on the velocity field.
(a) 0.5 
Rack Angle
For the rack configuration with S2 bars, s b = 20 mm, and H Ov = 0, and the velocity fields were measured for α = 90 • in addition to 45 • and 30 • ( Figure 6 ). An HBR with α = 90 • leads to a symmetrical velocity field with reduced flow velocities behind the vertical tie-bars and a flow concentration towards the channel center ( Figure 6a ). The flow upstream of the HBR with α = 90 • concentrates to the center of the channel, with reduced velocities close to the channel walls. In contrast, the upstream flow velocities slightly increase along the rack as described above for the HBR with α = 45 • . Thereby, the vertical tie-bar at the downstream rack end has a larger effect on the downstream velocity field than the upstream vertical tie-bar ( Figure 6b ). However, this wake effect is observed mainly locally at X ≤ 1 and diminishes further downstream. The velocity field for α = 30 • is similar to the velocity field for α = 45 • . The flow velocity increases along the HBR from the rack head to the downstream end from U = 1.03U th to U = 1.13U th for α = 45 • (increase of 9.4%) and from U = 1.05U th to U = 1.13U th for α = 30 • (increase of 7.5%). The transversal flow velocities upstream of the racks are very small for all α (V ≤ 0.04U th ). Due to symmetry, the discharge through the left and right channel half is almost identical Figure 6a ). The flow concentration to the left channel half as described above for α = 45 • is slightly larger than for α = 30 Figure 6b ,c).
A larger rack angle α reduces the rack length and thus the hydraulically active rack area, leading to larger normal flow velocities and larger disturbances of the flow field. Consequently, the head loss coefficient decreases from ξ R = 0.43 for α = 90 • to ξ R = 0.33 for α = 45 • , and ξ R = 0.29 for α = 30 • . Overall, HBRs with α = 45 • and α = 30 • lead to similar velocity fields, whereas HBRs with α = 90 • concentrate the flow to the channel center.
Bar Spacing
The effect of the clear bar spacing was investigated for s b = 10, 20, and 30 mm (Figure 7 ), corresponding to blocking ratios of BR ≈ 0.49, 0.35, and 0.28 for S4 (details in [13] ). With increasing blocking ratios, both the up-and downstream effects as described above become more pronounced. The streamwise velocities increase along the rack from U = 1.02U th to U = 1.17U th for s b = 10 mm (increase of 14.9%; Figure 7a ) and from U = 1.05U th to U = 1.13U th for s b = 30 mm (increase of 8.1%; Figure 7c ). Accordingly, the formation of the tie-bar wake is more pronounced for s b = 10 mm (U min ≈ 0.76U th ) than for s b = 20, 30 mm with U min ≈ 0.95-0. (a) 0.5 
Overlays
In Figure 8 , the velocity field of the rack configuration with S4 bars, α = 30, and s b = 20 mm at mid depth (Z = 0.5) is shown (a) without overlays (H Ov = 0) and (b) with H Bo = H To = 0.2. Note that Figure 8a presents the same data as Figure 7b but with a different contour map scaling. HBR configurations without overlays have a small effect on the velocity field with small transversal and vertical velocity components V and W and a homogeneous velocity distribution across the rack area. In contrast, overlays block a part of the hydraulically active area and lead to flow deflections towards the bypass, and thus, significant transversal and vertical flow velocities. As a result of the reduced hydraulically active rack area, the flow passing the remaining open rack area is accelerated to
16U th for the HBR without overlays. In addition, the overlays direct the flow at mid depth normal to the rack (thus increasing V n ) and in the direction of the left channel wall downstream of the rack. The downstream flow field is therefore asymmetric with a flow concentration at the left channel wall and a deceleration zone at the right channel wall (∆QQ o −1 = 24.8%, Figure 8b ). Overlays therefore have a governing effect on the velocity field as compared to the minor effects of bar shape, α, and s b . The governing effect of the overlays is also illustrated by the resulting head loss coefficients. In comparison to the configuration without overlays (Figure 8a) , the head loss coefficient increases by a factor of 4.4 for the corresponding rack configuration with H Bo = H To = 0.2 (Figure 8b ).
Turbine Admission Flow
In Figure 10 Figure 10a ). This effect is more pronounced for the right vertical tie-bar as it is located closer to the considered cross section ( Figure 4 ). As described above, overlays induce transversal and vertical velocity components, leading to asymmetrical downstream flow conditions with a discharge concentration to the left channel wall and a deceleration zone at the right channel wall. The turbine admission flow should be symmetrical to maintain high turbine efficiency. According to Godde [28] , the difference between the relative discharges in the left and right channel half should be below 5% (∆QQ o −1 = |Q l − Q r | Q o −1 ≤ 5%). This criterion is fulfilled at X = 1 for the HBR configuration without overlays (∆QQ o −1 = 2.2%; Figure 10a ), but for none of the HBR configurations with overlays (∆QQ o −1 = 13.4, 11.4, 24.8%, Figure 10b -d, respectively). Resulting from the transversal and vertical flow deflection induced by overlays, a counter-clockwise rotating vortex is generated by the bottom overlay ( Figure 10b ) and a clockwise rotating vortex by the top overlay (Figure 10c ). Both vortices superpose for combined bottom and top overlays, leading to a pronounced transversal flow velocity component at mid depth Z = 0.5 of the right channel half, where both vortices meet (Figure 10d ). In contrast, the transversal and vertical flow velocities are small at the left channel half. While the water surface is horizontal for the HBR without overlays (Figure 10a ), the flow concentration due to the overlays leads to slightly increased flow depths at the left channel half (Figure 10d ).
The asymmetrical rack outflow homogenizes with increasing flow distance. If an HBR is installed at the beginning of a long headrace channel, the effect on the turbine efficiency becomes negligible. However, if the rack is installed close to the turbines, the generated velocity field is of prime importance. Due to the limited length of the laboratory channel, the discharge distribution could only be measured to a maximum distance of X = 4. Figure 11 shows (Figure 11 ).
Additionally, the measurements of the configuration S4, α = 45 • , s b = 20 mm, H Bo = H To = 0.2 with the flow-straightening wall (cf. Figure 4 ) are included in Figure 11 . Thereby, the discharge distribution for the configuration H Bo = H To = 0.2 was significantly improved from 
Effect of the HPP Layout on the Flow Field
All velocity fields presented above relate to diversion HPPs. To investigate the velocity field at block-type HPPs, physical model experiments were conducted in a widened upstream channel, such that w o w ds −1 = 2. The whole discharge was diverted through the HBRs (no spillway discharge), which is the most conservative load case with regard to fish protection. In a first step, the velocity field at mid depth was measured without a rack to investigate the hydraulic effect of the channel contraction (Figure 12a ). Starting at X ≈ −2 the flow accelerates towards the contraction and is deflected to the left channel wall. Flow separation at the sharp edge at X = 0 creates a recirculation zone, which is indicated by the red dashed streamlines in Figure 12a ,b. The separation zone is slightly wider for the configuration with the HBR installed (Figure 12b ; Y = 0-0.16), as compared to the sharp contraction without the HBR (Figure 12a ; Y = 0-0.14). Resulting from the flow deflection and recirculation zone, the flow concentrates to the left channel wall with a maximum flow velocity of U max = 1.48U th without and U max = 1.56U th with the HBR installed. At the most downstream measurement location (X ≈ 4.5), the flow distribution is still asymmetric for both cases (Figure 12a,b) . Similar to the diversion HPP setup, the upstream velocity field is hardly affected by a standard rack configuration S4, α = 30 • , s b = 20 mm without overlays (Figure 12a,b) . As indicated by the velocity vectors, the flow deflection at the contraction leads to increased V n at the downstream rack end. The slightly negative V p at that location leads to negative FGCs, such that fish are expected to have difficulties in finding the bypass entrance. Flow guidance structures, such as a rounded pier extending upstream, are an effective countermeasure to reduce the transversal velocities and therefore increase the FGC at the downstream rack end (Figure 12c ). While the angle between the velocity vectors and the rack is ≈30 • at the rack head with and without the dividing pier, it consistently increases along the rack to ≈91 • without and ≈56 • with the pier (Figure 12b,c) . Following from the criterion of FGC > 1, good guidance efficiencies are expected for small angles α ≤ 45 • . Since ADV flow velocity measurements with down-looking probes require a minimum distance of 40 mm to solid surfaces, the velocity field directly upstream of the HBR and the pier was visualized by dye injection (Figure 13 ). The streamlines follow the shape of the pier without any detachment and intersect the HBR with an angle of ≈50 • , which is smaller than the ≈56 • mentioned above, determined from the ADV measurements 40 mm upstream of the HBR (Figure 12c ). Between the pier and the HBR, the longitudinal velocities are larger than the transversal velocities, which leads to larger V p and smaller V n as compared to the configuration without a pier. Prevention of flow separation at the rounded pier also leads to a symmetrical downstream velocity field with U ≈ 0.75-1.15U th , thereby maintaining high turbine efficiencies. The sharp contraction without an HBR leads to very asymmetric flow at X = 1.0 (∆QQ o −1 = 42.8%, Figure 12a ). The installation of an HBR has a comparably small effect on the downstream discharge distribution (∆QQ o −1 = 46.2%, Figure 12b ).
The relative discharges Q l Q o −1 and Q r Q o −1 shown in Figure 12a -b were calculated from measurements across different water depths. In contrast, Q l Q o −1 and Q r Q o −1 in Figure 12c were calculated from velocity measurements at mid depth only and therefore have a reduced accuracy. The installation of a pier very positively affects the downstream velocity field (∆QQ o −1 ≈ 4%, Figure 12c ), such that the criterion of Godde [28] , i.e., ∆QQ o −1 < 5%, is fulfilled. Furthermore, it improves the FGC along the rack. Figure 14 shows the FGC at the rack-parallel section 40 mm upstream of the rack, for the configuration with S4 bars, α = 30 • , and s b = 20 mm and different HPP layouts: (a) diversion HPP, (b) block-type HPP, (c) block-type HPP with a short dividing pier, (d) block-type HPP with a long dividing pier, and (d) block-type HPP with short pier and 40% relative weir discharge. Note that Figure 14a presents the same data as in Figure 9a but with a different contour map scaling. As described above for the diversion HPP, FGCs ranging between ≈1.6 and 2.0 are considered good (Figure 14a ). For a block-type HPP without weir discharge, the FGC is comparable at the upstream rack end. However, it continuously decreases along the rack to FGC < 0.25 due to the changing streamline angle (Figure 14b ). With a short pier installed, a similar decrease of the FGC is observed at rack locations Y ≈ 1-0.3 (Figure 14c ). However, the reduction of the FGC between Y ≈ 0.3 and 0 is much smaller with the short pier. The minimum value of FGC < 0.75 remains nearly constant from Y ≈ 0.35 up to the bypass entrance at Y = 0, which is still considered dissatisfactory with regard to fish guidance (Figure 14c ). Given a longer pier is installed, the FGC reduction starting at the upstream rack end up to Y ≈ 0.3 with FGC ≈ 0.8 is similar to the two HPP layouts described above. However, the FGC then again increases to a value of ≈1.3 at the bypass entrance (Figure 14d) . A relative weir discharge of Q w Q o −1 = 40% leads to a more streamwise directed approach flow field, such that in combination with a short pier, the FGC ≥ 1 was maintained at almost all measurement locations along the rack (Figure 14e ). Both, the installation of a dividing pier and additional weir discharge can help to improve the FGC at HBRs at block-type HPPs. 
Discussion
Comparison with Literature
Szabo-Meszaros et al. [9] investigated HBRs with rectangular and hydrodynamic bars. The velocity patterns caused by the two different bar shapes were similar. By considering four different bar shapes, the present study identified small differences between the flow fields, depending on the bar shape. However, the overall effect on the flow field is minor ( Figure 5 ). The small effect of the blocking ratio BR, the negligible transversal and vertical velocities caused by HBRs without overlays, and the slight increase of U along the rack of diversion HPPs are in line with previous studies on HBRs [7, 10] . Chatellier et al. [18] investigated angled bar racks with vertical rectangular and hydrodynamic bars installed normal to the rack axis (Bar Racks). Despite the different rack types, they found that the clear bar spacing and the bar shape have only a small effect on the velocity field. Raynal et al. [15] observed large flow accelerations along classical angled bar racks with vertical bars, especially for small α. This can be explained by the stronger flow deflections, as the bars were installed with a 90 • angle to the rack axis. For HBRs as investigated in the present study, flow deflections are almost independent of α. At prototype HPPs with varying approach flow directions (e.g., during periods with and without spillway discharge), HBRs will lead to similar downstream velocity fields, whereas they can significantly change for angled bar racks with vertical bars. De Bie et al. [11] investigated HBRs with wedge-wire bars for α = 30 • . The velocity measured 5 cm above the channel bottom increased by ≈50% from the rack head to the rack end for approach flow velocities of U o = 0.17 and 0.40 m s −1 . In contrast, in the present investigation, the velocity increase along the rack measured at mid flow-depth ranges from 7.5% to 14.9% for all configurations presented above. The large difference between these studies is unlikely caused by the different measurement locations in vertical direction, as the effect of HBRs without overlays on the upstream velocity field is similar at all flow depths, except within the boundary layer (Figure 9a ). It is also unlikely that these large differences are primarily caused by the different rack parameters such as the blocking ratios and bar shapes. However, the present investigation focused on a sectional model, where the bypass was not replicated. In contrast, an unregulated bypass, covering 10% of the channel width, was included in the physical model of de Bie et al. [11] . They did not quantify the bypass discharge, but it can be assumed to be considerably above 10% due to the flow resistance of the fine-spaced HBR. The velocity fields shown by de Bie et al. [11] are therefore likely governed by the bypass discharge, which makes it difficult to observe the effect of the HBR itself and to compare it with the velocity fields presented in the present study. It should be noted that the relative bypass discharge (bypass discharge over design discharge) is recommended to range from 2% to 5% at prototype HPPs [1] , which results in a negligible effect of the bypass flow on the overall flow fields of HBRs. The same challenges occur when the velocity fields of Berger [10] are analyzed, where the relative bypass width was 12.5%.
Kriewitz [16] investigated a run-of-river block-type HPP with two turbine inlets. Without a FGS installed, the difference between the discharge of the left and right half of one turbine inlet was In contrast, the present study showed that HBRs with overlays lead to asymmetrical downstream flow fields (Figure 10b-d) . The criterion ∆QQ o −1 ≤ 5% was not fulfilled for any of the overlay configurations of the HBR with S4 bars, s b = 20 mm, α = 30 • at X = 1 (Figure 10b-d) .
Vertical Tie-Bars
The vertical tie-bars of the model rack of the present investigation were cylindrical. Their effect on the velocity field is independent of the approach flow direction and the HPP layout. However, at prototype HPPs, these vertical tie-bars are often rectangular, leading to larger wake formation for angled approach flows. At block-type HPPs, the approach flow field changes with varying discharge distribution between the turbines and the spillway. Thus, rectangular vertical tie-bars cannot be arranged in flow direction for all operating conditions. It is therefore recommended to use either cylindrical vertical tie-bars or short rectangular bars with rounded tips to avoid flow deflection and separation. At diversion HPPs, the vertical tie-bars should be arranged in flow direction and not orthogonally to the rack axis. Raynal et al. [12] studied inclined racks with cylindrical spacers. They also observed locally reduced velocities in the wake of the tie-bars, being most pronounced for the most downstream spacer of racks with large inclination angles γ (definition in [13] ).
Engineering Application Considerations
Most modern HBRs are equipped with foil-shaped bars. On the one hand, they induce significantly smaller head losses than rectangular bars; on the other hand, they are easier to clean, as the narrowest section between two bars is located at the bar tip and can therefore be easily reached by a rack cleaning machine [13] . The present work shows that foil-shaped bars also lead to a slightly more symmetrical turbine admission flow as compared to rectangular bars. According to common literature, it is recommended to select the approach flow angle α such that V n does not exceed the sustained swimming speed of the target fish species. As recommended by Turnpenny and O'Keeffe [4] , racks should be designed with an over-capacity to compensate for partial clogging. For diversion HPPs, V n can be calculated from continuity, whereas it is not equally distributed over the whole rack cross section for block-type HPPs. The distribution of V n strongly depends on the HPP layout, including the layout of the dividing pier, the bypass, and the spillway operation. Therefore, a numerical simulation of the velocity field is suggested to select the appropriate HBR position. Because of the small flow deflections of HBRs without overlays, the rack does not necessarily need to be implemented in the numerical model (e.g., [29] ). The results of the numerical simulation can also be used to analyze the FGC, which should exceed a value of 1 directly in front of the HBR. The clear bar spacing s b has only a small effect on the velocity field. It has to be selected in order to be a physical barrier for the target fish species and size [1] . Besides increased head losses [13] , the main disadvantage of small s b is the larger clogging probability of floating debris such as leaves and small branches.
For practical engineering applications, the cross-sectional averaged V n at the rack is usually (Figure 15a ). In contrast, V n continuously increases to 0.40 m s −1 at the downstream rack end of the block-type HPP layout without a pier and without spillway discharge (Figure 15b ; HPP layout from Figure 14b ). According to the swimming speeds listed in Table 1 , an HBR at a diversion HPP with α = 30 • is suitable for rheophile (0.38 m s −1 ) and non-rheophile fish (0.28 m s −1 ) with TL ≥ 0.1 m. In contrast, the maximal sustained swimming speed of fish with TL ≥ 0.1 m is exceeded at the downstream end of the block-type HPP without a pier and without weir discharge (Figure 15b) , potentially leading to rack passage for small fish or fish impingement at the rack for larger fish. 
Conclusions and Outlook
In the present study, the velocity fields at horizontal bar racks were presented for four different bar shapes, with approach flow angles α = 30 • , 45 • and 90 • , clear bar spacings s b = 10, 20, and 30 mm, and various overlay configurations. The upstream velocity field was analyzed with respect to guidance efficiency of fish, sediments, and floating debris, while the downstream velocity field was evaluated with respect to turbine admission flow. Besides the diversion hydropower plant layout, a block-type layout was also investigated (a) with an abrupt contraction, (b) with a short pier, (c) with a long pier, and (d) with a short pier and additional weir discharge. The analysis of the velocity fields leads to the following key findings:
1.
The bar shape, approach flow angle α, and the clear bar spacing s b have a minor effect on the velocity field. The discharge difference between the left and right channel halves downstream of the horizontal bar rack is smaller than 4.2% for all configurations without overlays. The effect of horizontal bar racks without overlays on the velocity field is largest for rectangular bars, large approach flow angles α, and small clear bar spacing s b .
2.
Bottom and top overlays at horizontal bar racks have a governing effect on the velocity fields upstream and downstream of the rack. The discharge difference between the left and right channel halves downstream of the horizontal bar rack is up to 24.8%. Overlays potentially improve guidance of fish and floating debris, but they can negatively affect the turbine admission flow and thus reduce the turbine efficiency. This negative effect is particularly important if the rack is located close to the turbines.
3.
For unclogged horizontal bar racks without overlays at a diversion hydropower plant, the ratio of the parallel to the normal flow velocity component (V p V n −1 ) mainly depends on the horizontal approach flow angle α and can be calculated in good approximation as a cross-sectional average to V p V n −1 = tan(α) −1 . For a horizontal approach flow angle of α = 30 • this ratio is V p V n −1 = 1.73, which is considered favorable for fish guidance.
4.
The hydropower plant layout strongly affects the approach flow field to horizontal bar racks. For a block-type hydropower plant with an abrupt contraction and without weir discharge, the ratio V p V n −1 continuously decreases from 1.8 at the rack head to 0 at the bypass inlet, resulting in unfavorable flow conditions for fish guidance.
5.
To optimize the fish guidance at horizontal bar racks at block-type hydropower plants, the installation of a dividing pier or a partial spillway operation are suitable measures. To maintain symmetrical turbine approach flow, the installation of a pier (block-type) or flow-straightening walls downstream of the rack (diversion HPP) are effective measures.
These findings will help engineers to design HBRs optimally with respect to high fish guidance efficiency and symmetrical turbine admission flow for various HPP layouts, allowing for sustainable use of hydropower. Furthermore, the present study will underpin follow-up studies (laboratory and complementary field studies) on hydraulics, bypass design, and fish behavior for an effective HBR design.
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